. MIAMI-DADE COUNTY
\ PRODUCT CONTROL SECTTON
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208
BOARD AND CODE ADMINISTRATION DIVISION T (786)315-2590 ¥ (786)315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

WinDoor, Ing,
7500 Amsterdam Drive
Orlando, F1. 32832

Scork:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other arcas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County} and/or the AHJT (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes, If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone. )

DESCRIPTION: Series “9000 Deep 180° Thermally Broken" Clipped Aluminum Tube Mullion - L.M.L

APPROVAL DOCUMENT: Drawing No. 08-00923, titled “Series 9000 Deep 180° Thermally Broken
Aluminum Mullion — L.M.1”, sheets 1 through 6 of 6, dated 02/26/10, with revision B dated 08/30/13,
prepared by manufacturer, signed and sealed by Luis R. Lomas, P.E., bearing the Miami-Dade County
Product Control Approval stamp with the Notice of Acceptance number and approval date by the Miami-
Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LLABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,
model/series, and following statement: "Miami-Dade County Product Control Approved”, unless otherwise
noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure
to comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of tlie Building Official

This NOA consists of this page 1 and evidence pages E-1 and E-2, as well as approval document mentioned
above,

. The submitted documentation was reviewed by Manuel Perez, P.E.
NOA Neo. 11-1011.02

P
- , ‘\}

Expiration Date: October 03, 2018

“i’jﬁé fg?é Approval Date: October 03,2013

- ¢ ‘ Page 1




WinDoor, Inc,

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS

1. Manufacturer's die drawings and sections.
2. Drawing No. 08-00923, titled “Series 9000 Deep 180° Thermally Broken Aluminum
Mullion - L.M.I.”, sheets 1 through 6 of 6, dated 02/26/10, with revision B dated
08/30/13, prepared by manufacturer, signed and sealed by Luis R. Lomas, P.E.
B. TESTS
1. Test reports on: 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94

2) Large Missile Impact Test per FBC, TAS 201-94

3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of a 180° thermally broken
aluminum mullion, prepared by National Certified Testing Laboratories, Test Report
No. NCTL-210-3884-1, dated 05/30/13, signed and sealed by Gerard J. Ferrara, P.E.

C. CALCULATIONS:

1.

Anchor verification calculations and structural analysis, complying with FBC-2010,
dated 03/05/10, 08/13/13 and 09/03/13, prepared, signed and sealed by Luis R. Lomas,
P.E.

D. QUALITY ASSURANCE

1.

Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS

1.

2.

Material Data Sheet for “insulating profiles made of PA 66 GF25 — dry impact
resistant, to fit into Technoform I-Strut™ Aluminum Standard Reglet.

Test report No.ATI-61261.01-106-18, prepared by Architectural Testing, Inc., dated
12/08/05, with revision date 01/04/06, issued to Technoform, for their I-Strut
Insulating Strip comprised of Polyamide with 25% glass fibers, per ASTM D635-03
“Standard Test Method for Rate of Burning and/or Extent and Time of Buming of
Plastics in a Horizontal Position” and ASTM D2843-99 “Standard Test Method for
the Density of Smoke from the Burning Decomposmon of Plastics™, signed and sealed
by Joseph A, Reed, P.E.

Test report No. ETC-07-1043-19094.0, prepared by ETC Laboratories, dated
02/04/08, issued to Technoform Bautec NA, Inc., for their I-Strut Insulating Strip
comprised of Polyamide with 25% glass fibers, per ASTM D638—03 “Standard Test
Methods for Tensile Properties of Plastics”, for exposed & unexposed sample per
Xenon Arc after 4500 Hours, signed and sealed by Joseph Labora Doldan, P.E.

/ Mamfiel Pgre‘z* '-
{; Product Control Exam er
NOA No. 11-1011.02

Expiration Date: October 03, 2018
Approval Date: October 03, 2013




WinDoor, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

MATERIAL CERTIFICATIONS (CONTINUED)

4, Test report No. ETC-08-1043-20974.0, prepared by ETC Laboratorics, dated
07/01/08, issued to Technoform, for their I-Strut Insulating Strip comprised of
Polyamide with 25% glass fibers, per ASTM D1929-96 “Srandard Test Method for
Ignition Properties of Plastics”, signed and sealed by Joseph Doldan, P.E.

STATEMENTS
1. Statement letter of conformance, complying with the FBC-2010 and of no financial
interest, dated August 14, 2013, signed and sealed by Luis R, Lomas, P.E.

OTHERS
1. None.

Manuel Perez, R.E.
Product Control Ex;nr ingr
NOA No. 11-1644702
Expiration Date: October (03,2018

Approval Date: October 03, 2013
E-2



. REVISIONS
120" MAX. COMBINED WIDTH " 1207 MAX. COMBINED WIDTH REV DESCRIPTION DATE APPROVED
i1t [ ]
Wi ' " w2 w1 Wi l I w2 REVISED PER NEW TESTING 08/15/13 | RL
8 REVISED BOM AND CLIP 08/30/13 R.L
NOTES:
1) THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
COMPLY WITH REQUIREMENTS OF THE FLORIDA BUILDING CODE
INCLUDING HVHZ.
2}  WOOD FRAMING TO BE DESIGNED AND ANCHORED TO PROPERLY
120" MAX 120" MAX TRANSFER ALL LOADS TO STRUCTURE. FRAMING IS THE
UNIT HEIGHT UNT HET RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.
(MULLION SPAN) (MULLION SPAN) 3)  ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE
DESIGN OF THE PRODUCT SHOWN HEREIN. WIND LOAD DURATION
FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR CALCULATIONS.
4)  APPROVED IMPACT PROTECTIVE SYSTEM IS_NOT REQUIRED FOR THIS
PRODUCT IN WIND BORNE DEBRIS REGIONS.
N N 5) DESIGN PRESSURE AND INSTALLATION DETAILS SHOWN IN THIS
, , [ , DOCUMENT APPLY ONLY TO MULLION. WINDOWS MUST BE APPROVED
UNDER SEPARATE APPROVAL.
8) SINGLE WINDOWS OR DOORS TO BE MULLED ARE NOT LIMITED TO
THOSE SHOWN IN THIS DRAWING. SINGLE WINDOWS OR DOORS MUST
BE MANUFACTURED BY WinDoor INC.
SEE CLIP INSTALLATION 7)  DESIGN PRESSURE OF MULLED UNIT SHALL BE CONTROLLED BY THE
DETAIL, TYPICAL. LESSER DESIGN PRESSURE OF THE MULLION OR THE INDIVIDUAL
WINDOW OR DOOR UNIT.
Desi : 8) UNITS MAY BE MULLED TOGETHER INDEFINITELY AS LONG AS SINGLE
. esign pressure rating (psf) UNIT WIDTH AND HEIGHT ARE NOT EXCEEDED AND MULLION IS
Mullion Tributary width (in) ANCHORED AS SHOWN HEREIN.
span (in) | 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 54.00 | 60.00 9) MULLION VERTICAL INSTALLATION (S SHOWN, MULLION MAY BE USED
24.00 | 200.0 | 200.0 | 200.0 } 200.0 | 200.0 | 200.0 | 200.0 IN HORIZONTAL APPLICATIONS AS LONG AS DIMENSIONS INDICATED
30.00 | 200.0 | 200.0 { 200.0 | 200.0 | 200.0 | 200.0 | 200.0 HEREIN ARE NOT EXCEEDED AND MULLION IS ANCHORED ACCORDING
36.00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 TO THIS DOCUMENT.
42.00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0
46.00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0
54,00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 DESIGN PRESSURE TABLE INSTRUCTIONS:
60.00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 ] 200.0 | 200,0 1) DEFINE REQUIRED DESIGN LOAD PER FLORIDA BUILDING CODE
66.00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 CHAPTER 16.
72.00 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 200.0 | 196.9
2) DETERMINE TRIBUTARY WIDTH AND MULLION SPAN BASED ON
;3'33 ggg-g ggg-g fggg fggg 12?2 ;Zi? :222 PRODUCT TO BE INSTALLED. SEE FORMULA FOR TRIBUTARY WIDTH.
90.00 12000 12000 [ 7722 1 1507 1351 3235 [ 1148 3)  LOCATE MULLION SPAN (UNIT HEIGHT) AND TRIBUTARY WIDTH. AT
500 o007 s Tisoat e o2 oas o6 THE INTERSECTION OF ROW AND COLUMN CONTAINING THE MULLION
- : : : - : - - SPAN AND TRIBUTARY WIDTH RESPECTIVELY IS THE MULLION RATING
702.00 | 194.0 | 156.9 | 132.4 | 115.3 | 102.8 | 93.3 | 86.1 RIBUTARY WiDTH = WL+ W2 FOR PRODUCT IN STEP 2.
108.00 | 172.7 | 139.5 | 117.6 | 102.2 | 90.0 | 82.3 | 75.7 = 2 MULLION RATING MUST BE EQUAL OR GREATER THAN REQUIRED
114.00 | 154.7 | 124.6 | 105.1 | 91.2 | 81.0 | 73.2 | 67.2 DESIGN PRESSURE OBTAINED IN STEP 1.
120.00 | 139.2 | 1124 | 94.6 | 82.0 | 72.7 | 66.6 | 60.0
SIGNED: 09/03/2013
: 7500 AMSTERDAM DRIVE
[‘}i%l;g:eds?;complyingwftbt!u« WinDoor ORLANDO, FL 32832 \\\\% L Logv,
'Y Ties 491 Y LY .
g?;;ﬁ)% 9;? %2 INCORPORATED  pont o™ www.windoorinc.com § * \QEN @ 4 //,/
o -
TABLE OF CONTENTS Mipmlnadermamc ol SERIES 9000 DEEP 180° THERMALLY BROKEN 5_-‘* : : =
: By ;,x,}jﬁ- g 2 ALUMINUM MULLION — LMI =g e
SHEET NO. DESCRIPTION f’ s W | ELEVATIONS, NOTES AND DESIGN PRESSURE CHART ;% 4 TAT ‘- ;-
L ! 'f ’/ Q
1 ELEVATIONS, NOTES AND DESIGN PRESSURE CHART [ S —— w2 loR\‘D‘“ o\ \S
2 BILL OF MATERIALS AND COMPONENTS R.L. 08-00923 B // 7 OM\L %‘\\\\\
3 — 6 | INSTALLATION DETAILS SCALE NTS  |PATE 02/26/10 SHEET{ OF 6 s




BILL OF MATERIALS REVISIONS
ITEM NO.:| PART NUMBER DESCRIPTION MANUFACTURER MATERIAL o DESCRIPTION DATE APPROVED
1 |oamMU12-wDl  [180° MULL ASSY KEYMARK ALUMINUM 6063-T6 T REviSED PER NEW TESTING 08/15/13 | RL
2 |5-45530 180° MULL PUSH BAR KEYMARK ALUMINUM 6005-T6 s Tan
3 |5-45625 180° MULL PUSH BAR COVER KEYMARK ALUMINUM 6063-T5 REVISED BOM AND CLIP 08/30/ ;
4 |rs-03854 TCUP KEYMARK ALUMINUM 6105-T5
5 4" x 4" MULLL-CLIP KEYMARK ALUMINUM 6105-T5 4 1/4"
6 |GS-VN-07A  |INTERIOR/EXTERIOR VINYL TEAM PLASTICS _ [VINYL \
7 #10x 1" PH TEK SCREW i
8 14.6 MM THERMAL I-STRUT TECHNOFORM  [NYLON POLYAMIDE (PA 66 GF25) 4" ,
3/8" — 2" 1 1/2
s |
15/64" '<‘ | L 180° MULL INTERIOR
3/8
i ~ L . § N\ 27/64" / } @ @ ALUMINUM 6105-T5 .075" THICK
} 37/64 =T ]
14.6MM THERMAL STRUT 180° MULL PUSH BAR COVER N P . :
NYLON POLYAMIDE .070" THICK ALUMINUM 8063-T5 110" THICK 2 7/8 O 3 5/8"  s5/8 C_L/—]::;swl_\—r;
Py)
f
# § — 3 3/8”
[E [ @ @ 180° MULL EXTERIOR
” 8" ALUMINUM 6105-T6 180" THICK
3/8" TYP —{ (2" TYP —] —r
5X DRILL THRU AND | )
1” COUNTERSINK FOR 3 3/16" v
— e - #14 AND 1/4”
AHEHORS papm———p— 17/
3/8° TYP 4"
4 @ ©r @ ey 180° MULL PUSH BAR
" ALUMINUM 6105-T§ 234" THICK
1.7/16
TYP
2;{38' i @E @ 3 5/8"
4”
2N N
P S8 @ @ 4"x 4" MULL L-CLIP
, ALUMINUM 6063-T6 125" THICK
e ] 3/18 MULLION ASSEMBLY DETAIL
10X DRILL THRU AND = TOTAL Ml = 10.008
CO U;IFE&%“ 1;?:} EFFECTIVE Mi = 9.624
PER TIR-
ANCHORS (EFFECTIVE MI PER TIR-A8 SOFTWARE) SIGNED: 09/03/2013
" : 7500 AMSTERDAM DRIVE \\\HIHH,
4 mbproved e conuplylsg with the OC 11’1DOOI' ORLANDO, FL. 32832 Q ':‘\ R. OZ
orida b’ e 47481 s ? Y e
Bate Afp{;gpde T E INCORPORATED !gahgnm;ﬂﬁ]g;w www.windootinc.com -.'}\ \5 \GEN 6‘
MOAR f[»- o = $
Mlanl!)adci‘mdae{(,‘,‘nulml SERIES 9000 DEEP 180° THERMALLY BROKEN = *; R =
/ ALUMINUM MULLION — LM = Am‘ =
by f“%@iﬁw BILL OF MATERIALS AND COMPONENTS —,;_%5, gTAT 55
] / y S F /
: e N LTI DWG NO. REV / 6‘ _(OR\Q"‘ '('9 \
TCLIP R.L. 08-00923 B ’///}9/01\1 AL g\\&\\\\\
ALUMINUM 6063-T5 125" THICK SCALE NTS DATE (02 /26 /10 SHEEF 9 OF 6 / M




180°"

#10 SELF DRILLING SCREW

INTERIOR

#10 SELF DRILLING SCREW

DOCR FRAME SHOWN \
REFERENCE ONLY,
SEE NOTE 6 SHEET 1 MULLION ASSEMBLY EXTERIOR

DOOR/WINDOW TO MULLION

INSTALLATION DETAIL
DOOR FRAME SHOWN FOR DETAIL
PURPOSES ONLY, MULLION IS NOT LIMITED
TO THIS PRODUCT

REVISIONS

REY DESCRIPTION DATE APPROVED

A | REVISED PER NEW TESTING 08/15/13 |R.L

B | REVISED BOM AND CLIP 08/30/13 |R.L

ANCHORING NOTES:

1)

2)

3)

4)

5)

6)

8)

‘ x T4 7500 AMSTERDAM DRIVE
Approved os complying with thy 1nD O Or QORLANDO, FL 32832

bote ooy | INCOREORATED  Regifill®  wwwvindoorineom
ey ﬁd;m-ea‘i'gﬂ\ SERIES 9000 DEEP 180 THERMALLY BROKEN
'ﬁﬁyﬁﬁé?‘wgﬁiﬁ ASSEMBLED VIEW AND INSTALLATION DETALL

L AN rrr DWG NO.

FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #12 WOOD SCREW WITH SUFFICIENT

LENGTH TO ACHIEVE A 1 3/8" MINIMUM EMBEDMENT. LOCATE ANCHORS AS SHOWN iN
INSTALLATION DETAILS SHEET 4.

FOR ANCHORING INTO CONCRETE USE 1/4" TTW TAPCON WITH SUFFICIENT LENGTH TO ACHIEVE
A 1 3/4" MINIMUM EMBEDMENT WITH 2 1/2" MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS
SHOWN IN INSTALLATION DETAILS SHEET 5.

FOR ANCHORING INTO 18GA. MINIMUM METAL FRAMING USE #10” SELF DRILLING SCREW WITH
SUFFICIENT LENGTH TO ACHIEVE 3—-THREADS MINIMUM BEYOND METAL FRAMING, LOCATE
ANCHORS AS SHOWN IN INSTALLATION DETAILS SHEET S.

FOR ATTACHING WINDOW UNITS TO MULLION USE #10 SELF DRILLING SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE A MINIMUM EMBEDMENT OF THREE THREADS PAST THE
MULLION WALL. LOCATE SCREWS 6" FROM FACH MULLION END AND 24" MAX. O.C. THEREAFTER.
STAGGER SCREWS AT EACH WINDOW.

FOR WINDOW AND DOOR UNITS ANCHORING SCHEDULE REFER TO WINDOW AND DOCR
APPROVED INSTALLATION INSTRUCTIONS,

ALL FASTENERS TO BE CORROSION RESISTANT.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECKIED BELOW:

A, WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

B, CONCRETE — 2000 PSI MINIMUM

C. METAL FRAMING — 16GA. (.063") MINIMUM

TO ATTACH MULLION TOQ CLIP USE (3) #10 x 3/4" TEK SCREWS PER CLIP. SCREWS MUST BE
FIELD INSTALLED. HOLES FOR TEK SCREWS ARE NOT PRE-DRILLED BY MANUFACTURER.

SIGNED: 09/03/2013

R.L. 08-00923
SCALE NTS DATE 02/26 10 SHEET3 OF 6




REVISIONS
2X BUCK/WO0D FRAMING REV DESCRIPTION DATE APPROVED
BY OTHERS, 2X BUCK
70 BE PROPERLY SECURED A | REVISED PER NEW TESTING 08/15/13 {R.L
8 | REVISED BOM AND CLIP 08/30/13 R.L

CONCRETE
BY OTHERS
Z Z - Z Z 1 3/8" MIN. : , : o 1 3/4" MIN.
z Z EMBEDMENT S < o EMBEDMENT
”1 I i” S 5 paia l 7 . LN Ill ‘ IH —
/ I \ cLIP T~ #12 WOOD SCREW / ] \
cLp H l | H (5) PER CLIP CLP “ I | H L
MULLION ASSEMBLY 1/4" ITW TAPCON
” | l H e H Il H L 10 % 1 1747 (5) PER CLIP
|| DRI | B omNG sorew
| SELF DRILLING SCREW /
” | MULLION ASSEMBLY “
SEE CROSS SECTAN | /U, I \ | \ H gﬁa CROSS SECTION
BELOW BELOW
INTERIOR T T et e
S INTERIOR [fn,_
MULLION ASSEM)B!_Y/ 2% BUCK /WOOD | INTERIOR @ )
————————————————————— FRAMING BY OTHERS, ) ‘}\
CONCRETE
( 2X BUCK TO BE PROPERLY | CONCRETE

SECURED

MULLION ASSEMBLY

@\\)\ (} — - 3\@\& #14 ITW TAPCON
) #12 WOOD SCREW L

(5) PER CLIP
| | ‘, & ,
[ ) & I 2 1/2" MIN.
| ‘l 1 \ EXTERIOR EDGE DIST. TYP.
\ \ o _ﬁﬁA;PEO\J/ED SEALANT
= EDGE DIST. TYP. T-CLIP INSTALLATION DETAIL 8v OTHERS. TOP
O e L I CONCRETE INTALLATION, TOP & BOTTOM SIMILAR ~ AND BOTTOM
EXTERIOR T APPROVED SEALANT SIGNED: 09/03/2013
BY OTHERS, TOP
AND BOTTOM \Xri HD 0Ot 7500 AMSTERDAM DRIVE \\\\\\HHH; / W,
Approved as complying with the ORLANDO, FL. 32832 \ \O R. . O/y
T-CLIP INSTALLATION DETAIL Cordy el e R CONTORATRD P iniions . N \3. Cehs g
2X BUCK/WOOD FRAMING, TOP & BOTTOM SIMILAR O s i pdonitions  wwwvindooriaccom | SN\ % 2
M!amll)ad-el‘mdue{()gmml SERIES 9000 DEEP 180° THERMALLY BROKEN _-"5*: 0,.6261 -*E
fﬁjf i ALUMINUM MULLION — LM = o i 25 =
INSTALLATION DETAILS Z3" oF ;8 &3
¢ S .
e A N orwm: WG NO, REV %’%E;QQR\Q?; o(;\'é‘\é:
R.L. 08-00923 s | 7SIONAL EX
SCAE NTS | PME 02/26/10 |4 OF 6 Ny




REVISIONS
REV DESCRIPTION DATE APPROVED
2% BUCK/WOOD FRAMING A REVISED PER NEW TESTING 08/15/13 R.L
BY OTHERS, 2X BUCK
TO BE PROPERLY SECURED B | REVISED BOM AND CUP 08/30/13 |R.L

|

E 3-THREADS Z Z 2 - z 1 3/8" MIN.
BEYOND STEEL Z Z Z Z EMBEDMENT
MIN. EMBEDMENT Z Z 1
 am— Z / 7% li'_"i l"‘"’f” Z T T I/\/ AN N ”[ [] “ IH < \ < Z \;\
CLIP ” I l “ oLp cup I” ll H |H cLIP #12 WOOD SCREW
METAL STRUCTURE | ]I | #10” SELF DRILLING b0 x 3/ ] | Il (5) PER CLIP
3y OTHERS/ ” ‘ || e é;EF"DQ,L; l{\% SCREW (5) PER CLIP AL/ \\ IH |l ] Ps MULLION ASSEMBLY
MULLION ASSEMBLY “‘“‘Jﬁmf?/ SCREW %Tf“"ﬁﬂ}
\ I /\/l 1 gEE RS SECTION SEE CROSS SECTI(‘J‘N i II \

BELOW
BELOW /— MULLION ASSEMBLY

INTTEBIOR
ﬁﬁﬁﬁﬁﬁ %:MULL|ON ASSEMBLY hédsTgl%H%;%UCTURE @%’j‘@ ( 2X BUCK/WOOD
NiERioR iy \ ® @ & @ g
( \‘\PROPERLY SECURED
)

12 WOOD SCREW
#10 x 3/4" TEK ) @ § b @ [ é) PER CLIP
) SCREW, SEE NOTE
[

8 SHEET 4 | \ i |

: ) |
) o s oG [ @ & & i —
( ] 5/8" MIN.

\ EDGE DIST. TYP.

@ @ ]\ Q@ _____ Smmmmeme |

(
|
o e

w g Ly } OPTIONAL L-CLIP INSTALLATION DETAIL v OTMERS. TP
————————————————————— 2X BUCK/WOOD FRAMING, TOP & BOTTOM SIMILAR AND BOTTOM SIGNED: 09/03/2013
166, TN MEAL FRAMING, T8 BOT-OMSMLAR  BY OTHERS. TOP : 700 AT DRIV T

o M ' AND BOTTOM approved as compiytug with the WlﬂDOOf ORLANDO, FL 32832 \\\\\:\% R.L 0 Z//,;;
[l")l;‘;:da B;d%!;s;rga-d/; ria INCORPORATED Eﬁ"&#&'ﬁgiﬁﬁ vww.windoorinc.com § ‘b ’ \0 EN S 40?&
gﬁ:ﬁgi L M e SERIES 9(3&% M?E!Eid 1 N?SQLETOHNERMAIE.PIJ_?’ BROKEN _5_? ‘%g =
Ry /gf i INSTALLATION DETAILS 3‘;;__ ’ TATEAW _g

L o DRAWN: DWG MO, REV / . A:‘ OR\U‘\ ¢
O JR.L 08-00923 B ’//,‘96‘10"'\“'&;_'9\\(\’\\\

: 7
SCME NTS  |DRE 02/26/10  |SMEETS OF 6 ammms




. ’ v ! d
q | é A é
_ 4

A

CONCRETE
BY OTHERS

f

1 3/4" MIN.
EMBEDMENT

<

AN

CLIP /
MULLION ASSEMBLY /

III i |
I
I
1l

AN
| e
H 1/4" 1TW TAPCON

|-

SELF DRILLING SCREW

ANY

1T

\

{Fﬁm| |
I J)\/u

"

\
SEE CROSS SECTION

#10 x 3/4" TEK

INTERIOR SCREW, SEE NOTE
- 8 SHEET 4

\

BELOW

MULLION
ASSEMBLY

e
§

& Q)

(
|
(
)
|
|
(
|
\

Lssa ik
\ 1/4” ITW TAPCON
S @ \
CONCRETE
BY OTHERS
T @ S —
]
2 1/2" MIN.

EDGE DIST. TYP.

EXTERIOR

OPTIONAL L-CLIP INSTALLATION DETAIL

APPROVED SEALANT
BY OTHERS, TGP
AND BOTIOM

CONCRETE INSTALLATION, TOP & BOTTOM SIMILAR

METAL STRUCTURE
BY OTHERS |

REVISIONS

REV DESCRIPTION DATE APPROVED
A | REVISED PER NEW TESTING 08/15/13 |R.L
REVISED BOM AND CLIP 08/30/13 |R.L

LEE B L

CcupP /

METAL STRUCTURE

BY OTHERS‘/

MULLION ASSEMBLY

#10 x 3/4” TEK

INTERIOR SCREW, SEE NOTE
8 SHEET 4

=

(

T
] || Il
It || Imil
[imnl

AN

cup
#10" SELF DRILLING
SCREW (5) PER CLIP

-~ #10 x 3/4"

SELF DR[LL[NG
SCREW

it

Y
SEE CROSS SECTON
BELOW

MULLION
ASSEMBLY

&
J
(
|
|

#10 SELF

l

EXTERIOF.S
- L

OPTIONAL L-CLIP INSTALLATION DETAIL

APPRCOVED SEALANT 8Y
OTHERS, TOP AND BOTTOM

16GA. MIN. METAL FRAMING, TOP & BOTTOM SIMILAR

WinDoor

INCORPORATED

Approved os comp!
Flotida Rutt o (,g ylag with the
Dme §

7500 AMSTERDAM DRIVE

ORLANDO, FL 32832

Phone: 407.481.8400
Pax: 407.451.0505

www.windoorinc.com
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